
 

 
 

 
 

 
 

WHAT IS IT? 
 

Ensuring the highest level of personnel safety while working on a 

substation requires the equipment to be visibly disconnected and 

grounded. With the ARM PEMCO DS-15KV-DE this can be easily 

achieved by simply pulling the handle.  

 

In addition, paring a medium voltage vacuum breaker assembly 

with a de energized disconnect switch means the addition of a 

protection relay can allow the DS-15KV-NL to protect the substation 

just like a standalone breaker, at a fraction of the cost.  

 
Once the substation is de-energized, maintenance personnel can 

operate the handle of the disconnect switch moving the connection 

from the source position to a grounded position. Once in the 

grounded position, a lock can be installed and maintenance can 

safely be performed on the substation.     

 
AMR PEMCO’s design is electrically and mechanically interlocked 

with the vacuum contactor to allow for de-energized operation. An 

added test switch allows for periodic testing according to monitor test 

sequence.   

 
 

FEATURES AND BENEFITS 

 
• Max Voltage of 15KV providing 95KVBIL at 8,000 ft. elevation.  

 

• Continuous current rating of 600 Amps means the switch can handle the heaviest loads. 
 

• Max fault rating of 20KA.  
 

• Shunt Trip standard with UV available via external relay. 
 

• Remote mount control module with smart fault read out.  
 

• Remote mount face plate to provide switch status indicator lights. 
 

• Easily operates as a contactor when breaker protection is not required. 
 

• Interlocking handle design provides peace of mind that the power will be disconnected prior to operating the handle. 
 

• Test switch for electrical inter lock ensures product will trip if ever needed. 

• Internal mechanical linkage ensures handle will be held in both the grounded or ungrounded position.  
 

• Suitable for mounting in either vertical or horizontal orientation.  
 

• Compact design and bolt in replacement for competitor’s units.   
 

• Fully insulated with air to reduce likelihood of failure due to insulation breakdown.  
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15KV VACUUM BREAKER / DE ENTERGIZED VISIBLE DISCONNECT 

DS-15KV-DE 
15KV Vacuum Breaker 

De-Energized Visible Disconnect 



 
 

 
 

 

 Maximum Voltage Rating 15KV 

Maximum Current Rating 600 Amp 

Fault Rating 20,000 Amps for 4 Seconds  

Lighting Impulse Withstand (BIL) 95 KV 

Mechanical Life 50,000 Cycles 

Close / Opening / Break Time (ms) 30 / 15/ 23  

Control Voltage 120Vac 

Dimensions 24” H x 33” W x 29”D 

(610 mm x 838 mm x 737 mm) 

Visible Disconnect  Yes 

Grounded Output Yes  

Under Voltage Trip Yes – With External Relay 

Shunt Trip Yes - Standard 

Stored Energy Trip Yes - Standard 

Breaker Functionality  Yes – With External Protection Relay 

Elevation  Up to 8,000 Ft 

Warranty 1 Year 

 

15 KV Vacuum Breaker 

De-Energized Visible Disconnect 
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